






Facility  (CIF). With CIF  it  is possible  to  irradiate  samples  simultaneously with  three  light  sources  for  the  simulaƟon of  the  spectrum of  solar electromagneƟc  radiaƟon. The  light  sources are a  solar  simulator with a Xe‐lamp 
(wavelength range 250‐2500nm), a deuterium‐UV‐source (112‐400nm), and an argon‐gas‐jet‐VUV‐simulator. The laƩer enables the irradiaƟon of samples with shorter wavelengths below the limitaƟon of any window material. The 




The complete facility has been manufactured  in UHV‐technology with metal sealing.  It  is free of organic compounds to avoid self‐contaminaƟon. The diﬀerent pumping systems achieve a final pressure  in the 10‐10 mbar range 
(empty sample chamber). 
Besides the installed radiaƟon sensors, which control the stability of the various radiaƟon sources, and an aƩached mass spectrometer for analyzing the outgassing processes in the chamber, the construcƟon of CIF allows adding 
other  in‐situ measurement systems  to measure parameters  that are of  the user’s  interest. We are currently planning  to develop an  in‐situ measurement system  in order  to determine changes  in  the opƟcal properƟes of  the 
samples caused by irradiaƟon.	
ConfiguraƟon and geometry of the CIF (Figure 1) 

























Present state and outlook 
sƟll commissioning aŌer transfer to DLR Bremen 
procurement of a not ozone free Xenon lamp is in process to compensate the low intensity in the wavelength range 
between 180 and 250 nm 














Vacuum test chamber 
Volume:          circa 33.5 l (400 mm diameter) 
Irradiated Zone:      80 mm diameter 
Vacuum:          <10‐8 mbar (without VUV) 
              <10‐6 mbar (depending on VUV seƫngs) 
 
Light Sources 




Proton and Electron Source 
Current at lower Energy Range (1 to 10 keV):        1 to 100 nA 
Current at higher Energy Range (10 to 100 keV):      0.1 to 100 µA 
 
Target Thermal CondiƟoning 
HeaƟng:          Halogen RadiaƟon (500W, 450K) 
Cooling:          Liquid Nitrogen (LN2: 80 K) 
 






The spectras of electromagneƟc radiaƟon in comparison to zero air mass solar spectral irradiance 
The argon‐gas‐jet‐VUV‐simulator 















Figure 3: secƟoning along the light cone (yellow)  Figure 4: secƟoning along the electron source 
(90° relaƟng to Figure 3) 
Figure 5: picture of the VUV‐spot with diﬀerent seƫngs for 
the gas flow (rows) and the emission current (columns) 
Figure 6: spectral irradiance of the argon‐VUV‐source, the deuterium lamp and the solar simulator in comparison to [ASTM E‐490] 
and [Gueymard C.A.] 
Figure 7: spectral irradiance of the solar simulator with diﬀerent electrical power seƫngs including the transmiƩance of the vacu‐
um window in comparison to [ASTM E‐490] 
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